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Material: Western Cedar
Spacing:
4 %" FROM WALL/NEWEL POST TO THE CENTER OF THE FIRST
SPINDLE.
5 %” MAX SPACING FROM CENTER TO CENTER OF SPINDLES.
a o MAX SPACING IS BASED ON THE 4” BALL RULE FOR HANDRAIL. THIS
Z IS NOT A GUARANTEED RULE FOR YOUR PROJECT. PLEASE CHECK
= ﬁ THE BUILDING CODES FOR YOUR AREA.
3 SPACING WILL REMAIN THE SAME FOR SPINDLES OF THE SAME DESIGN BUT
- DIFFERENT HEIGHTS.
SPINDLE SPECIFICATIONS:
- TURNED PORTION IS 15” AT THE CENTER OF THE SPINDLE.
DIFFERENT LENGTH SPINDLES WILL HAVE THE SAME 15” TURNED PORTION
WITH THE DIFFERENCE IN LENGTH BEING ADDED/SUBTRACTED
PROPORTIONALLY TO EACH OF THE SQUARE ENDS.
BOTTOM NOTCH WILL REDUCE THE HEIGHT BY 1/8”.
GENERAL NOTES:
ALL CUSTOM MANUFACTURED AND/OR MODIFIED STANDARD PRODUCTS ARE
NON-REFUNDABLE.
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1. All products are drawn for presentation purpose only therefore image may vary slightly from actual image part. 26Xx2E15WC
CUSTOM PORCH PRODUCTS 2. Western Spindle, LLC reserves the right to change any product design at any time without notification.

3. Western Spindle, LLC makes no guarantee of suitability on any specific application. Choice of dimensions, -
quantities, and designs are the sole responsibility of the customer. PRODUCT DESCRIPTION:
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