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1. Determine location of newels:

1. Before any work can begin, it is necessary to determine the exact layout of the railing.
2. When determining layout, use 12" as a maximum railing length and keep all railing
lengths on a run equal. (See Diagram 1)

3. Mark the center locations of all newel posts.

2. Install top angle brackets to newels

1. Before installing the newels, it is necessary to install the top angle brackets to each
newel post. (The bottom brackets are fastened to the bottom rails)

2. Measure the combined heights of the bottom rail and baluster; this is the distance
between angle brackets used to fasten railings to newels. Call this total measurement
“X” inches.

3. Determine and mark on the newel post the height, which the bottom rail will be located
off the deck. This will be the location of the bottom rail bracket.

4. Offset the top rail bracket “X” inches from the bottom bracket (See Photo 2a), mark
and pre-drill a hole in the newel post for the center bracket hole.

5. Install the top bracket at the location determined above using a bolt through the center
hole of the angle bracket. (Use adhesive between bracket and newel)

6. Install wood screws through the 2 outboard holes in the bracket. (If present)

7. Note the top railing bracket can be mortised into the newel post for a cleaner
installation. (See Photo 2b)
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3. Installing Newel posts To Wood Decking

1. Install blocking if required beneath the center of each newel post, fastening with
screws or nails to deck joists. (Minimum requirement: 2" X 6" CCA treated Southern
Pine)

2. Center floor flange on top of center-mark of post location found in Step 1 and secure
to decking and blocking with 3" lag screws. (See Photo 3a)

3. Thread 1/2" rod into welded nut on floor flange and tighten with vise grips. (See Photo

3b)

4. Installing Newel posts To Concrete

1. Drill 5/8" hole to minimum depth of 2 1/4" at center positions of newels determined in
Step 1.

2. Clear and insert anchors into holes, tapping the anchor in until flush with surface of
concrete. Using a setting pin (metal pin or punch) strike with sharp blows until anchors
are set. (See Photo 3c)

3. Thread rod into anchor and tighten with vise grips.
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5. Securing Newel Post

1. Place newel post over threaded rod and insert “C” channel (open side up) into
mortised slot in the top of the newel post. (Be sure to use PL Premium between base of
newel and deck material)

2. Install lock washer and nut on to threaded rod.

3. Orient newel post to final position and tighten up nut. (See Photo 3d)

4. Cut excess threaded rod using reciprocating saw or cut off disk. (Rod can be no
higher than top of newel)

6. Determine and cut railing lengths

1. With the newel post installed, measure the spans between each set of newel posts
and cut top/bottom rail sections to suit.
2. Label each set of rails to their corresponding location.

7. Determine balustrade spacing and drill holes

1. Prior to drilling holes, check with local building code authorities for minimum spacing
of balusters. Most building codes dictate that the balustrade must be installed in
accordance of the “4 inch ball rule”. (See Photo 4a)

2. The maximum spacing of balusters which comply with the 4" ball rule can be found in
the Spectis catalogue or website.

3. With the maximum spacing as a guideline, determine the best configuration of
balusters, which provides for both consistent end and balustrade spacing. Note: It will
likely be necessary to vary spacing slightly between sections to achieve good results.
4. Drill holes in centerline of railings at locations determined above. Drill holes 1/4" larger
than the pipe in balusters. Holes need to be 1" deep to accommodate pipe. (See Photo
4b)
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8. Pre-assemble railing sections

1. Place bottom rail on flat surface and apply adhesive around each hole drilled above.
(See Photo 5)

2. Insert balusters in holes, twisting slightly to seat the adhesive.

3. Apply adhesive around the tops of each baluster.

4. Place top rail over ends of balusters, indexing each into the corresponding holes in
top rail. Assistance will be needed to do this. (See Photo 6a)

5. With all the baluster installed, loosely clamp the assembly together using load binding
straps. (See Photo 6b)

6. Once the assembly is loosely clamped, orient each baluster so it is sitting squarely

and the spaces between each are consistent. (Using a spacer block as a guide is
helpful)

7. To ensure the balusters do not move while the adhesive cures, toe nail each into the
bottom and/or top rail with brad nails. Tighten up clamps. (See Photo 6¢)

8. Set the entire assembly aside for 24 hours while the adhesive cures.

9. Complete this procedure for the rest of the railing sections.
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9. Install support blocks to bottom rails if necessary. (On spans over 8’)

1. Cut support blocks to the same height the bottom rail is to be located off the deck.
2. Apply adhesive to the topside of support block and screw form the bottom side into the
bottom rail. (See Photo 7)

10. Install bottom rail support bracket.

1. The bottom rail brackets are installed on the end of the bottom rail prior to setting the
railing assembly into place due to space limitations.

2. Locate the bracket on the end of the underside of the bottom rail.

3. Install the bottom bracket (using adhesive) using the 5/16" bolts supplied in the
hardware kit. (See Photo 8a and b)

4. Mark and pre-drill a 5/16" hole in the end of the rail.

5. Notch the underside of top rail to accommodate the fastening bracket hardware. (See
Photo 8c)

8b

11. Install railing sections

1. Apply adhesive to the ends of the railings. (See Photo 9a)

2. With assistance, place each entire railing assembly between the corresponding newel
posts and rest on the top rail brackets installed in Step 2 above. (Use adhesive between
brackets, railing, and newels)

3. Center the railing section in place and using 2" wood screws; secure the top rail by
screwing from beneath and into the bottom of the top rail. (See Photo 9b)

4. Secure the bottom rail by screwing from the side into the newel post using 2" wood
screws. (See Photo 9c) Note: Make sure the ends of the rail are tight to the newels
before fastening.
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12. Install newel caps

1. Apply adhesive to the tops of newels posts.
2. Center newel caps on posts and secure using brad nails. (See Photo 10)

Poly Stair Spindle/Baluster Installation Instructions

Option One (Recommended)

Cutting the stair balusters will remove the factory tenon, so a new one will need to be created.
Use an additional PVC pipe with slightly smaller dimensions than that of the current tenon
(available at any local hardware store). Cut the pipe into 3" lengths. Apply PL Premium
Adhesive to the pipe and insert 2" into the baluster, leaving 1" exposed. Then the stair balusters

can be installed in the stair rail using the same method noted in the instructions above.

Option Two
Make an angled cut around the existing PVC tenon without removing the internal pipe. We have
found this to be more time consuming as compared to cutting through the entire spindle and

creating a new tenon.
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